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1 Changes to Road Closed with Diversion 12/06/25

Designed PB

Drawn PB

Checked

Date

Design Parameters

Road Level 2i

Roadworks Type
Static 

Type A

Speed Limit (km/h) 80

Work Zone

TM Selection

Road Closure with Diversion

Layout Parameters

Advance Distance 
(m)

60

No. of Advance 
signs

3

Min. Advance Sign 
Visibility (m)

60

Size of signs (mm) 600

Height of cones 
(mm)

750

Road Cross Section 
(m)

Approx 
5.5m

Work Zone Width 
(m)

Approx 
2.5m

Sideways Safety 
Zone (m)

N/A

Lane width (m) N/A

Lane Taper Rate N/A

Taper Length (m) N/A

Longitudinal Safety 
Zone (m)

N/A

Longitudinal Cone 
Spacing (m)

N/A

Taper Cone Spacing 
(m)

N/A

Longitudinal Lamp 
Spacing (m)

N/A

Taper Lamp Spacing 
(m)

N/A

Max. Length of 
Shuttle (m)

N/A

Repeater Sign 
Distance (m)

N/A

Centre Line Coning No

Speed Limit Order 
(km/h)

50

Diversion 
Route
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1 Changes to Road Closed with Diversion 12/06/25

Designed PB

Drawn PB

Checked

Date

Design Parameters

Road Level 2i

Roadworks Type
Static 

Type A

Speed Limit (km/h) 80

Layout Parameters

Advance Distance 
(m)

480

No. of Advance 
signs

4

Min. Advance Sign 
Visibility (m)

90

Size of signs (mm) 600

Height of cones 
(mm)

750

Road Cross Section 
(m)

Approx 
5.5m

Work Zone Width 
(m)

Approx 
2.5m

Sideways Safety 
Zone (m)

N/A

Lane width (m) N/A

Lane Taper Rate N/A

Taper Length (m) N/A

Longitudinal Safety 
Zone (m)

N/A

Longitudinal Cone 
Spacing (m)

N/A

Taper Cone Spacing 
(m)

N/A

Longitudinal Lamp 
Spacing (m)

N/A

Taper Lamp Spacing 
(m)

N/A

Max. Length of 
Shuttle (m)

N/A

Repeater Sign 
Distance (m)

N/A

Centre Line Coning N/A

Speed Limit Order 
(km/h)

N/A

25m                25m

Repeat every 400m & after 
junctions – both directions

Notes
- Edge cones to be in place along unmarked carriageway.

- WK072 Slippery Roads should be replaced with WK073                     
Loose Chippings where Tar & Chip is carried out.

- Cautionary Speed Limit of 25, 35 or 45km/hr to be applied
       depending on site conditions & existing road speed

-     WK 070 Hump or Ramp sign to be used where required.

TM Selection

Road Closure with Diversion
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